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Key features
	Functional characteristics
	description

	processor
	Quan Zhi V853
	Quanchi V853 mononuclear Cortex-A7@1.2GHz
Single-core RISC-V @ 600 MHz

	internal storage RAM
	DDR3
	256MB

	memory ROM
	NOR Flash
	128Mb

	operating system
	Linux
	Linux

	video frequency
	Lens module
	Before the MIPI 2K / after the AHD 720P

	
	video parameter
	First 2K 25fps / back 720P 25fps

	
	Video compression standard
	H.264 encoding

	
	Video format
	TS form

	audio frequency
	Audio input
	External electret MIC input

	
	Recording method
	The sound is recorded simultaneously with the video

	memory
	TF card extension
	Maximum support is 256GB

	fixed position
	Global Positioning system (GPS), Beidou dual-mode
	GPS+BDS

	radio communication
	WIFI
	Built-in 2.4GHz hotspot WiFi

	
	4G
	2 / 3 / 4G communication
LTE supported frequency bands: B1, B3, B5, B8, B38, B39, B40, B41

	sensor
	Gravity sensor
	Three-axis gravity sensor, support collision miniature

	key
	External buttons
	7 * Keys

	
	reset key
	1 * Emergency reset key

	loudspeaker
	External speakers
	8Ω1.5W

	source
	DC5V
	Support the voltage range of 4.5-5.5V

	ACC
	The ACC detection is supported
	And ACC ON / OFF detection

	working temperature
	-20℃～70℃

	Startup & Shutdown
	Switch scheme
	Power on, ACCOFF deep dormancy (3 mA)

	software maintenance
	Support through TF card upgrade, support OTA online upgrade


